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ROTO SILENTA 630 RS

LUDODECN

The ROTC SILENTA 630 RS

faatures outstanding parformance
in fast, afficient contrifuging of blood
bags and in procassing large sampla
quantitias.

It offars a maximum capacity of

& x 2000 ml or 12 x 500 ml blood
bag systems.

Excalland stahility evan at high
performence kavals makes the

The ROTO SILENTA 630 RS in brief

Technology

Frequency-controlled drive, wriusly malmenancs -frea,

Auternabe bd locking.
Erganormie ral-grip lor sy id cosng.

Large viewing port in the lid for optical speed

contral with a streboscapa.

Performance

High ACF without windshield
up o 8,500 x g al 4,500 min',

High capacity

max. & x 200 mil or 12 x 800 ml BHood bag systermes,

Efficient cooling
Coarrollabhbe frarm - 20°0 ke = 4070

{walh modad 500550 from - 20 °C o =60°0L
Pracooling can ba alfocied by usng ome of the

BY prograrmmes,

Safety

Imbalance swilch-off

Reter recognition

Koy -opersted swilch for locking and
prolecting programmes

Lid lecking and haobding

Non-drop safely feature on the kd

Motar and chamber overheating profection

Tarsion - free stesl chassis
Smosath, essy to clean surfaces

RACTO SILENTA 630 RS a nuggead and
raliakla cantrifuging pariner,

When in usa, the coclad larga volume
centrifuge is positicnad on high-cuality
vibration dampers.

T ensura mobility, it s suppliad with
cashors, onio which the ROTO SILENTA,
6530 RS can ba lowared as raquired,
Optimal nunning performance guaran-
tens hest separating rasults and a

pleasan] working arsronmanl thanks
1o e sy livwnlss,

Ther esfiensiva range of accessonaes Tor
koo colleclion lubes, standard (ubas
and various blood bisg syslerns can bo
canirifucged in ome rolor - changing
roddors is nol recpired,

HETTINFO, the Hallich data roport
syshorn and cusiomised sohdions
urabhe GMP perlormanca, addrassing
lhe high-hesal requirernents for usar
sadety and prociuct quaity in blood
banks and bransfusion cenfres

ROTO SILENTA 630 RS
ca ko D005
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With just one rofor the
ROTO SILENTA 620 RS
accommodates blood bags,
blood collection lubes,
standard tubes and botthes
up o 2000 mi,

Swing-out retor, 6-place,

n = 4,500 min', ACF = §,500
illusd risteed with buckels Mo, 4501
ard insarts Ko, 4682-H

for quadmpdcats SO0 ml
blzad bEg systems,

cot. Mo FTTE wihoat buckes

Swing-out rotor, &-place,
n = 4,500 min', AGF = & 3186

illustrated with buckets No. 4505
and 2000 ml bottles Mo, 0550,

Cal. No. 4'?& bt Bushals

Swing- out rotor, 8-place,

n = 4,500 min', RCF = 6,000

il rastiecd with buckets Mo, 4522 and

2 each inserls Mo, 4245, 4232, and 4223,

cat, Mo, FTTE without buckets



S Control Panel

The controls and displays

The large display

of fhe ROTO SILENTA 630 AS are sranged s well readable. During canirifugation the actual values of all parameiers
aceording o argonomical aspacts,

are indicabed.

Entry of the parameters is exact, fast and sasy with selector keys on the waler-
protectad foil keypad and an adjusting knob,

Spead i/ RPM

ingut in increments of 10,

Relative centrifugal force ACF
gt i increments of 1,

Feasdiue rfmm
gt inomim when RPM ar RCF
maad o ba datarrmnad.

Running tifme t
gt in minutes and seconds,
mia. 998 mn, 50 soc.

Run-ugrun-down times

it of acceleration and braking ramps
o eyl 1-4, or tirmee-controlled in minuies
and seconds. O = unbraad run-down.

Deceleration with brake force cul-off
gt of the cut-off spead in RPM
{with The B timea-controlled braking rarmgs).

Integral of the RCF

prosdes continuous mfommatian an the
accurmulated RCF the centriluged maten-
al = exposad fo duning centrifugatian.

Temperature T/°C

ingaut in msrements of 1 within a range
af - 20°0 ko + 4050

il radal 5006-50: - 2070 to +607°C).

Mamuary

In labarabories carying oul marny
differant and complicatad centrifigng
TaEks the sloring of programmeas saves
valuakbe i,

The ROTO SILENTA B30 RS storas up to
BY cormplete prograrimes. Thay ramain
an the rresmory even after the centrifuge
has bean switchesd all and can ba
recallad by thair storing numbsar.

For special reutine or scientific
applications the ROTO SILENTA 630 RS
can be fitted with the fallowing aption-
al equipment:

rata report system

With tha HET TINFO dala report eystem
upe o 39 eapirifuges can be controllad ky
a engle PG,

Optica cables connect the centaluges o
A BLS sysiem.

Profocsds of salected bar coda units and
cenlrifuging data can ba produced via a
PC with an BS 232 interface.

Visual indication when the rolor is
stationary |No. E 1247

tor sdditional inforrmsEton o the
complation of & cenlritugng cycle
Ghaining of pregrammes | o, E 1095)
For special tashs the control pansl allows
chaining of differant programmes.
Second independent tacha syslem
(Mo, E 1300

tor calibrating the speed measunng
inefrumant, & requrad by quakly
rranagement systems.

ROTO SILENTA 630 RS

—..programming with
affartless aasa

Whether eniening single para-
meters ar chaining complata
running programmas, tha clearly
amanged display with its selector
kays and adusting ko provides
for extrama usar-fandliness.

Hatlich manufsciunas top quality
cenirifugas,

All stages from design o and
product ara confinuely subjected
to siriciest controls.
Thea K50 G007 - 2000
cerfificata accreditad to

the entire companmy

proves tha exireme

cara and responsibi-

lity Hattich puts into FarrErdc
the manuiachurea of IS0 9001

cendrifugas and thesr Teswiin b, AT HH
BCOEEEOTIEE,

Tharedore, Hattich cantrifuges &ra
kmooen for safety and raliskikty all
avar tha world
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Cool solutions under any conditions

The ROTC: SILEMTA &30 RS adapis 1o the most divarsa [ocal condi-
tions and requiremants. Dapending on fitings, it can be connecied o

el an axternsl cooling an axtarnal
cealing unit eyl coireuil coolant circuit,
cooding unit infegratad

green = coaiing madum [ 4044 blusy'red = coniant

HETTINFO - data documentation made sasy

: -1- 1.'— -l [ -- [ I| | orar e rl— ; 'i-!-:
=il ek el =l el T [ ot s el el Sl el =l il = 3
[ 1 L3 L] Ll [ ¥ W " - L] L x i n f
HETTIMNFO in brief:

HETTINFG allows control of up Thir cenbnfuge, B lirme of

ZENTRIFUGENMN

Of cowrsa, & stand-alone modal is siss
available: an air-cooled stendard warsion
supgdad with an nlegratad cooling unit.
Tha housing on all versions can ba nswlatad
for usa under clean-room condifions.

Additionally, the pedesial can be covared and
saaled to the floos,

Extamal connections can also be mourted
through the botiom of the centrifuge.

In mcidition o tha above manticned centrifuga
mdels, wa also menufsciure spacial varsons
and accessories tallorad fo your requirerments,

Jdust talk o us about your special nesds |

Centriluging programmas
can dax be antarsd
Ley baar Cachere,

1o 28 centrifugas with 5 conlrol
panal,

Seanning the bar codos s all
il lakess, Only requirerment;

A cormemercia PO

{Panlivm, Windows NT 4,00
wilh SP5, Windows 2000 " or
Wirdows KPP 32 ME RAM).
Soanning i%s possible al the
coanirilugs or in a separate
packing room

caririfugation, Bhe cantrifugmg
paramalers and tha oparsior
ookt can ba rocordad,
memorized and printed oul,

To a hosi systarm tho data is

milabdn as Aocess™" daka »
b

" Mizrosolt, Windows, ‘Windowes NT, Wndowes 2000, 'Windows 3P, Aocess omn offfel rogiskened tradera ks or
fragesrarks ol e Waorosoft Conporation In e LUSA gnd o ot couniies.












