Refrigerated Microfuge SIGMA 1-15K[image: image1.png]



· Refrigerated microfuge for sedimentation in microtubes. 

· Maintenance-free brushless motor 

· Speed range 100 to 14000 rpm (21,918g). 

· Simple 2-knob preselection of speed/RCF, time and temperature. 

· Short run (pulse) 

· Softstart and Softstop functions 

· Indication of speed/RCF, time and temperature. 

· Temperature control of rotors also during standstill. 

· Efficient refrigerating machine for temperatures between -10 and +40 °C 

· Double lid lock device with latches according to VBG 7z. 

· Imbalance sensor with indication. 

· Product compliant with national and international safety regulations 
(IEC 1010, CE). 
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Rotors & Accessories for the SIGMA 1-15K centrifuge

Rotors

	Order. no.
	Description
	Max. rpm
	Max. rcf

	12124
	PP-angle rotor 24 x 2,2/1,5 ml, e.g. Eppendorf reaction vials no. 15008, 15040, incl. PC lid 
	14.000
	17.970

	12024
	Alu-angle rotor 24 x 2,2/1,5 ml, e.g. Eppendorf reaction vials no. 15008, 15040, incl. hermetic lid
	14.000
	17.970

	12132
	Alu-angle rotor 30 x 2,2/1,5 ml, e.g. Eppendorf reaction vials no. 15008, 15040, incl. hermetic lid
	14.000
	21.918

	11124
	Swing-out rotor 24 x 2,2/1,5 ml, e.g. Eppendorf reaction vials no. 15008, 15040, incl. hermetic lid
	14.000
	16.219 

	12031
	PP-angle rotor for 40 reaction vials 0.25 or 0.4 ml no. 15014, incl. PC lid 
	14.000
	17.530

	09336
	PP-angle rotor for 30 vials 0. 5 or 0.7 ml no. 15005, incl. PC lid
	14.000
	18.845

	12104 
	Angle rotor, hermetically sealed for 12 PCR-Stripes with 8 tubes 0,2 ml
	14.000
	18.845/21.475

	12126
	Angle rotor polypropylene 36 x 0.5/0.75 ml
	14.000
	17.968


Accessories

	Order. no.
	Description
	Suitable for: 

	13000
	Adapter for reaction vials 0,25/0,4 ml no. 15014 
	12024, 12124, 12132, 11124

	13002 
	Adapter for Eppendorf reaction vials 0.5/0.75 ml, ø 7.9/10 x 28/31 mm no. 15005 
	12024, 12124, 12132, 11124

	13021
	Adapter for PCR tubes 0,2 ml
	12024, 12124, 12132, 11124


Technical specifications SIGMA 1-15K 

	Power supply 
	100V/50+60Hz, 120V/60Hz 230V/50+60Hz

	Power consumption drive
	380 W 

	Power consumption refrig. 
	240 W 

	Maximum rotational speed 
	14.000 1/min 

	Minimum rotational speed
	100 1/min 

	Maximum capacity
	30 x 2,2 ml 

	Interference suppression 
	EN 55.011 Kl. B 

	Dimensions: Height x Width x Depth 
	300x365x585 mm 

	Weight without accessories 
	41 kg

	Max. kinetic energy
	8.723 Nm 

	Noise level at max. speed
	< 56 [dB (A)] 

	Max. acceleration
	18 s 

	Max. deceleration
	20 s


